Backboxes

Valcom Backboxes and Faceplate Enclosures are
available in a variety of shapes and sizes to meet
any installation requirement. Our backboxes and
enclosures are designed to facilitate easy mounting
of Valcom’s 8” Speakers, Flexhorns™and Speaker/
Clock Combo.

The Surface Mount backbox is preferred when
installing on a harder surface such as concrete or
cinder block. The Recessed Mount is common for
softer surfaces such as drywall. The Angle Mount
offers customers a different sound distribution and
can be installed on harder or softer surfaces.

Features & Advantages

Various Shapes & Sizes (Recessed, Angled or Surface)
Meets any installation or style design.

A. For Use With Square Speaker & Faceplate Assemby
VIP-428A, VIP-428A-IC & -SA, V-CTSQPK, V-936480, V-1920C, V-1921, V-1961

Angled MouNt. ...t VB-A13
Recessed MOUNT. .. ..ovii i VB-R12
SUface MOUNT ..ot VB-S11

B. For Use With FlexHorn & Square Faceplate Assembly
Recessed Mount. .......oovviiiiiiiiiii i VB-R17-D

C. For Use With Speaker/Clock Assembly

VIP-419A-D-IC, VIP-429A-A, VIP-429A-A-IC & -SA, VIP-429A-D-IC, -SA, VIP-426A-D, VIP-429A-D

Angled MoUNt. ..ot VB-A21
RECESSE ..ttt e VB-R19
Surface MoUNT ..o VB-520

D. For Use With Speaker/Clock Assembly
VIP-432A-DE VIP-432A-DF-IC, VIP-412A-DF-IC, V-CSB25

Angled MoUNt. . ..o VB-A24
Recessed MOUNt. .....iniii et VB-R22
Surface MouNt ...t e VB-523

E. For Use With FlexHorns
V-1080, V-1090
Surface Mount Backbox/Faceplate Enclosure Vandal-Resistant . .V-9809

F. For Use With 8” Speakers

VSA-1020C, V-93618, V-936400

Surface Mount Backbox/Faceplate Enclosure Vandal-Resistant . .\\V-9807
Surface Mount Faceplate Only Vandal-Resistant . .............. V-9808
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