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Valcom’s wired analog clocks are available in 12" or 16” diameters, feature round metal cases with shatter-
proof polycarbonate crystals and are lightweight and durable. Wired analog clocks are compliant with a
variety of industry standard correction protocols.

Valcom’s wired digital clocks are available with 2.5” or 4” easy-to-read 4 digit displays. Each time piece
offers proven time-keeping accuracy and reliability.

Optionally, wired clocks may be digitally corrected every second. Valcom’s synchronized wired Clocks
are ideal for schools, universities, offices, government agencies, healthcare, manufacturing and

transportation facilities.

Features & Advantages Analog
g 12-Inch 24Vdc.....cooovviiiiiiiiiinn, V-A2412B
12-Inch 110Vac....................... V-A11012B
Uses Standard CAT 3, 5, Or 6 Cable 16-INCh 24VdC . oo V-A24168
Use exigting infrastructure to save money. 16-Inch 110Vac...........coocoevinnt V-A11016B
Digital 4-Digits
UL Certified Product 2.5-Inch Numbers 24vdc .............. V-D2425B
4.0-Inch Numbers 24vac .............. V-D2440B

Meets or exceeds industry standard.
’Accessory: Optional

isi i Double-Sided Brackets

P_reCISIon‘Tlme Clock L for 4-Digit Digital Clocks .............. V-DMKIT

Time keepmg accuracy and re//ab/I/ty_ for 12-Inch Analog Clocks.......... V-BDM12-S
for 16-Inch Analog Clocks.......... V-BDM16-S
for 12-Inch Analog Clocks......... V-BDM12-M
for 16-Inch Analog Clocks......... V-BDM16-M
Surface Mounting
for 12" Analog Clocks .............. V-SMR12A
for 16-Inch Analog Clocks.......... V-SMR16A
Wire Guards
for 4-Digit Digital Clocks .............. V-WGD4
for 12 & 16" Analog Clocks .......... V-WGACLK
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